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A. INSTALL 27 FT. MAST ARM POLE WITH 50 FT. MAST ARM,
10 FT. LIGHTING ARM WITH LED LUMINAIRE,
APS PUSHBUTTON AND SIGN

LED SIGNAL HEADS,
PEDESTRIAN SIGNAL HEAD,
IP-BASED VIDEQ DETECTION CAMERAS AND SIGNS.
SIDEWALK GRADE.

B. INSTALL 27 FT. MAST ARM POLE WITH 50 FT. MAST ARM,
LIGHTING ARM WITH LED LUMINAIRE,
[P-BASED VIDEDO DETECTION CAMERAS AND SIGNS.

CONSTRUCTION DETAILS

NOTE:

BEND IN POLE BASE.

C. INSTALL 27 FT. MAST ARM POLE WITH 6C FT.
LIGHTING ARM WITH LED LUMINAIRE.
INSTALL 1-3

D. INSTALL 10 FT,

NOTE:

FINAL STDEWALK
MD 801.01-01

E. INSTALL 5 FT.
PARALLEL TO CROSSWALK ).
GRADE. INSTALL 1-2

MD 801.01-01
F. INSTALL 100 AMP EMBEDDED METERED SERVICE PEDESTAL.

NOTE:

GRADE.

INSTALL

NOTE:

e TP

““““““
oy,

LED COUNTDOWN
(ORIENT PARALLEL TO CROSSWALK).
TOP OF FOUNDATION SHALL BE FLUSH WITH

1=3 INCH CONDUIT BEND IN POLE BASE.

FOR FOUNDATION DETAILS.

FOR FOUNDATION DETAILS.

NOTE:

MAST ARM,

INCH CONDUIT BEND ON POLE BASE.

NOTE:

G. REMOVE EXISTING STRAIN POLE,
SIGNAL EQUIPMENT AND SIGNS.

LED SIGNAL HEADS,
LED COUNTDOWN PEDESTRIAN SIGNAL HEADS,
INSTALL 1-3

LED SIGNAL HEADS,
IP-BASED VIDEQO DETECTION CAMERAS AND SIGNS.
INCH CONDUIT BEND IN POLE BASE.

BREAKAWAY PEDESTAL POLE WITH LED COUNTDOWN PEDESTRIAN SIGNAL HEAD., APS
PUSHBUTTON AND SIGN (ORIENT PARALLEL TO CROSSWALK).
INSTALL 1-2 INCH CONDUIT BEND ON

BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON AND SIGN
TOP OF FOUNDATION SHALL BE FLUSH WITH FINAL SIDEWALK

INCH CONDUIT

POLE BASE.

15 FT.

15 FT.

o, m‘,‘sq\'\ 5 . 5
", '»-.m \\_‘: \
"‘M‘:" N
JH"N. \\\
SRR
Y AR
».\“" \\\\\\
U
k""-.,‘ Q‘\\
> “u,
y
Y,
\'iil“‘\\\
% % e
\\ N

TOP OF FOUNDATION SHALL BE FLUSH WITH %

REFER TO STANDARD W

(ORTENT

REFER TO STANDARD

INSTALL

1-4

INCH AND

ASSOCTIATED TRAFFIC
REMOVE EXISTING.

FOUNDATION 12 INCHES BELOW GRADE AND BACKFILL.

REMOVE EXISTING STRAIN POLE.
SIGNAL EQUIPMENT AND SIGNS.

ASSOCIATED TRAFFIC
BGAE TO DISCONNECT

EXISTING ELECTRICAL SERVICE EQUIPMENT. REMOVE
EXISTING FOUNDATION 12 INCHES BELOW GRADE AND

BACKFILL.

REMOVE EXISTING BASE MOUNTED CABINET AND

CONTROLLER.
INCHES

12

REMOVE EXISTING FOUNDATION
BELOW GRADE AND BACKFILL.

REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORT.

3-2 INCH CONDUIT BENDS IN BASE.
GEOMETRIC LEGEND
————————— EXISTING
PROPOSED ]
UTILITY LEGEND
SD——50 STORM DRAIN
6— G GAS MAIN
W— ¥ WATER MAIN
§——5 SEWER MAIN .
E—E ELECTRIC CABLES
——E—1—E —— AERIAL CABLES
T—1 TELEPHONE CABLES| .
F—-F FIBER-OPTIC

K. INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH 2-WIRE APS CENTRAL CONTROL
UNIT AND IP-BASED VIDEQ DETECTION INTERFACE EQUIPMENT. NOTE:

01

ue

5 6

NEMA PHASTING

4 ALT, FLASHING

OPERATION

B8 ALT.

NOTE :

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CURB GRADE

42+
40’ +
305"

STUB AT UTILITY

BORED FOR CARRIER PIPE.

TRENCHED.
AA.
BB.
CC.
DD,
EE.
FF.

USE EXISTING HANDHOLE.
USE EXISTING CONDUIT.

INSTALL 2—-4 INCH

CONSTRUCTION DETAILS

LT -

(CONT. )

S. INSTALL ELECTRICAL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO ROUADWAY.

T. INSTALL NON=INVASIVE MICROLOOP PROBE SET WITH LEAD-IN CABLE.

INSTALL CENTERED

U. INSTALL 24 INCH WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE.

(DRILLED).
ASSOCIATED TRAFFIC

INSTALL ELECTRICAL HANDHOLE.
PROPDSED VIDEO DETECTION ZONE.
REMOVE EXISTING HATCHING FROM CROSSWALK MARKINGS.

CAP AND ABANDON EXISTING CONDUIT FEEDS.

B
AERIAL CABLE DETAIL INTERCEPT EXISTING CONDUIT.
SPAN 236" | . ——
= I ROAD GRADE IN TRAVEL LANE.
e V. REMOVE EXISTING HANDHOLE.

W. INSTALL GROUND MOUNTED SIGN ON 1-4"X4” WDOD SIGN SUPPORT.

X. INSTALL GRDUND MOUNTED SIGN ON
1-4"¥6" WODD SIGN SUPPORT

REMOVE EXISTING PEDESTAL POLE,
SIGNAL EQUIPMENT AND SIGNS. REMOVE EXISTING
FOUNDATION 12 INCHES BELOW GRADE AND BACKFILL.

Z. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT -

GG. USE EXISTING HANDHOLE. DISCONNECT, PULLBACK
AND REROUTE EXISTING INTERCONNECT CABLE.

HH. REMOVE EXISTING PAVEMENT MARKING LINE.

IT. INSTALL 27 FT. MAST ARM POLE WITH 60 FT. MAST ARM,
LED SIGNAL HEADS, 15 FT. LIGHTING ARM WITH LED
LUMINAIRE, LED COUNTDOWN PEDESTRIAN SIGNAL HEADS,
IP-BASED VIDED DETECTION CAMERAS AND SIGNS. NOTE:
INSTALL 1-3 INCH CONDUIT BEND IN POLE BASE.
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AND 2-2 INCH CONDUIT BENDS IN BASE. CAP UNUSED CONDUIT BEND.
INSTALL 12 INCH WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING LINE.
M. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — BORED.
N. INSTALL 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — BORED.
POLE NO. 364045.
0. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
P. INSTALL 2 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED.
Q. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT -
R. INSTALL ELECTRICAL HANDHOLE WITH

LONG DIMENSION PERPENDICULAR TO ROADWAY.
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